WMIN SAUK RAPIDS, MN BMP-20090219ADP
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Facility 1D: 161428 226
Application ID: 1296473

CDBS Antenna System |D: 106648 26"

Azimuth  Eipeg Estd Baug

0 449, 91 472. 60

5 459, 88 483. 06
10 471.72 495, 49
15 484. 79 509. 22
20 498. 35 523. 45
25 511.53 537. 29
30 523. 39 549. 73
35 532.91 559.72
40 539. 08 566. 20
45 540. 96 568. 17
50 537.71 564. 76
55 528.72 555, 33
60 513. 67 539. 53
65 492. 55 517. 36
70 465. 70 489. 18
75 433. 82 455, 72
80 397. 93 418. 05
85 359. 27 377. 48
90 319. 24 335. 49
95 279. 32 293.61
100 240. 92 253. 33
105 205. 28 215. 98
110 173. 44 182. 62
115 146. 10 154. 01
120 123.57 130. 47
125 105. 75 111. 87
130 92.13 97.70
135 81. 97 87.15
140 74. 48 79. 39
145 69. 07 73. 80
150 65. 44 70. 06
155 63. 48 68. 05
160 63. 16 67.72
165 64. 33 68. 92
170 66. 71 71. 38
175 69. 97 74. 74
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The theoretical patternis used to create the
standard pattern. Augmentations (if any) expand
the standard pattern in specified directions. See
Sections 73.150 and 73.152 of the FCC’s Rules.

AM coverage may not mirror the pattern shown
here. Additional factors such as ground
conductivity or skywave propagation affect how
far the AM signal will travel.

Patterns for stations outside the USA are based on
notified parameters.

AM directional patterns created before 1982 used
unitsof 1 mV/m at 1 mile, not one kilometer. The
pattern values on such plotsat 1 mile will be
0.62137 of the values listed here. Measured
pattern values may vary from values shown here.

Plot is best printed on 11" by 17" or larger paper.
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Theoretical pattern RMS: 390.05
Standard pattern RMS:  409.79

Et heo Estd Eaug
73.92 78.81
78. 67 83.73
84.81 90. 09
93. 38 99. 00
105.72 111. 85
123. 02 129. 90
145. 98 153. 89
174. 65 183. 89
208. 54 219. 39
246. 71 259. 40
287.93 302. 64
330. 79 347. 60
373.72 392. 65
415. 17 436. 14
453. 64 476. 52
487. 81 512. 38
516. 62 542. 62
539. 33 566. 46
555. 54 583. 48
565. 23 593. 65
568. 71 597. 30
566. 57 595. 06
559. 63 587. 77
548. 86 576. 46
535. 29 562. 22
519. 99 546. 16
503. 97 529. 34
488. 17 512.76
473. 44 497. 30
460. 48 483. 70
449, 87 472. 57
442. 06 464, 37
437. 34 459. 41
435. 83 457. 83
437.55 459, 63
442. 33 464. 65




